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* All Transits are tripod mountable with the available Ball & Socket mount accessory.    ** 6050 Has an azimuth accuracy of  ±10 Mil  w/20 Mil graduations

Dimensions

Weight

Graduations

Compass accuracy

Clinometer accuracy 

Ruler scale

Tripod mount

Sine scales

Tangent scales

Illuminated

Lanyard

Limited lifetime warranty

Special features

5.9”x2.1”x0.7”

8.2 oz

1°

± 0.5° 

± 1°/ 1%* 

mm and inches

¼-20 hole

0-45°

0-45°

Reference card
W/scales

 

SUM360LA 

5.9”x2.1”x0.7”

8.2 oz

1°

± 0.5°

± 1°/ 1%*

mm and inches

¼-20 hole

0-45°

0-45°

Reference card
W/scales

SUM360LALU

3”x2.1”x0.7”

4 oz

1° and 1%

± 1°/ 1%* 

mm and inches

¼-20 hole

0-45°

0-45°

Reference card
W/scales

CM360LA

3”x2.1”x0.7”

4 oz

1° and 1%

± 1°/ 1%* 

mm and inches

¼-20 hole

0-45°

0-45°

Reference card
W/scales

CM360LALU

3”x2.1”x0.7”

4 oz

1° and 1'

± 1°/ 1%*

mm and inches

¼-20 hole

0-45°

 CM 66LA

3”x2.1”x0.7”

4 oz

1° 

± 0.5°

mm and inches

¼-20 hole

SM360LA 

3”x2.1”x0.7”

4 oz

1° 

± 0.5° 

mm and inches

¼-20 hole

SM360QLA

* Clinometer accuracy varies with scale please check brunton.com for specific details.

SIGHTING

COMPASS, TRANSIT & SIGHTING TECHNICAL DATA

Dimensions

Weight

Locking needle

Hinge clinometer

Bubble level

Housing material

“Buck Horn” style sights

Magnet type

Azimuth graduations

Azimuth accuracy

Vertical angle accuracy

Vertical angle measure

Percentage of grade scale

Induction dampened needle

Sapphire jewel bearing 

Magnetic declination adj.

Mirrored sighting

Waterproof

Leather Cary Case

Limited lifetime warranty

3.8"x2.8"x1.3"

12.8 oz

Azimuth Capturing

External / Internal

Aluminum billet
6061-T6 hard anodized

NdFeB - Rare Earth

0-360

±1/2° w/ 1° graduations
±1/2° w/ 1° graduations,
and 10 minute vernier
±90° or 100% grade

5%

“See-through”

3.8"x2.8"x1.3"

12.8 oz

Azimuth Capturing

External / Internal

Aluminum billet
6061-T6 hard anodized

NdFeB - Rare Earth

0-90 (Quads)

±1/2° w/ 1° graduations
±1/2° w/ 1° graduations,
and 10 minute vernier
±90° or 100% grade

5%

“See-through”

3.1"x2.8"x1.3"

6.8 oz

Internal

Cast Aluminum

Alnico V

0-90 (Quads)

±1/2° w/ 1° graduations

±1/2° w/ 1° graduations and 
10 minute vernier

±90° or 100% grade

5%

“See-through”

3.1"x2.8"x1.3"

6.8 oz

Internal

Cast Aluminum

Alnico V

0-360

±1/2° w/ 1° graduations

±1/2° w/ 1° graduations and 
10 minute vernier

±90° or 100% grade

5%

“See-through”

 

3.2"x2.8"x1.3"

5.7 oz

Internal

Composite

NdFeB - Rare Earth

0-90 (Quads) / 0-360

±1/2° w/ 1° graduations

±1/2° w/ 1° graduations and 
10 minute vernier

±90° or 100% grade

5%

“See-through”

 

3.2"x2.8"x1.3"

5.7 oz

Internal

Composite

NdFeB - Rare Earth

Mils / 0-360

±1/2° w/ 1° graduations**

±1/2° w/ 1° graduations 
and 10 minute vernier

±90° or 100% grade

5%

“See-through”

 

3.1"x2.8"x1.3"

6.8 oz

Internal

Cast aluminum

Alnico II

0-360

±1/2° w/ 1° graduations

±1/2° w/ 1° graduations 
and 10 minute vernier

±90° or 100% grade

5%

“See-through”

 

3.1"x2.8"x1.3"

6.8 oz

Internal

Cast aluminum

Alnico II

0-90 (Quads)

±1/2° w/ 1° graduations

±1/2° w/ 1° graduations 
and 10 minute vernier

±90° or 100% grade

5%

 “See-through”

5010 5009 5005 5006 6050/6060 2061 20015007/5008POCKET TRANSIT

Dimensions 

Weight 

Graduations

Accuracy

Distance scale (metric)

Distance scale (statute)

UTM roamer scales

Ruler scale

Template tool

Slope indicator

Luminous points

Circle-on-Circle system

Declination adjustment

Map magnifier

Protective cover

Sighting mirror

Bubble level

Limited lifetime warranty

Special features

4.1”x2.5”x1”

3.6 oz

1°

± 1°

1:24k; 1:25k; 1:50k; 1:250k

1:24k; 1:62.5k; 1:63.36k; 
1:100k 

1/24k; 1:25k; 1:50; 1:62.5k

mm & inches

Tool-free

Field reference cards

4.1”x2.5”x1”

3.6 oz

1°

± 1°

1:24k; 1:25k; 1:50k; 1:250k

1:24k; 1:62.5k; 1:63.36k; 
1:100k 

1/24k; 1:25k; 1:50; 1:62.5k

mm & inches

Tool-free

Field reference cards

3.9”x2.5”x0.8”

3 oz

2°

± 2°

1:24k; 1:50k

mm & inches

w/ Tool

 
Available in degrees or 

quads (15 TDCL/Q)

3.8”x2.5”x0.9”

1.6 oz

2°

± 2°

mm & inches

Tool-free

Easy-read optic green 
baseplate

5.2”x2.8”x0.5”

1.7 oz

1°

± 1°

1:100k

1:24k; 1:25k; 1:50k; 
1:62.5k; 1:63.36k; 1:100k 

1:24k; 1:25k; 1:50k; 
1:62.5k; 1:63.36k; 1:250k 

mm  & inches

Tool-free

100m confidence circles

2.5”x2.3”x0.7”

1.8 oz

2°

± 2°

mm &inches

Scale

8099PRO 8099

2”x”2.4”x0.6”

2.2 oz

Cardinal

Cardinal

Engraveable

1894DWB 15TDCL

4.7”x2.7”x0.7”

1.9 oz

1°

± 1°

1:24k

1:24k

inch & angle

Tool-free

Emergency whistle
Clip attachment

8097 8096AR 16DLU8040G

3.9”x2.5”x0.8”

3 oz

2°

± .5° through sight

1:25k

 1:50k; 1:63.36k

mm & inches

Direct sighting vial

54LUCOMPASSES



BRUNTON
2255 Brunton Court

Riverton, Wyoming USA 82501
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Orders: 800.443.4871
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